Coppered Oak Colden Oak Jarrah Burnt Cedar

Smoked Oak Limed Oak Brushed Basalt Antique Oak

Mitat

Mitat 176 x 3600 x 32mm
Paino per lauta T.4kg

Kiinnikkeet per lauta 22

M2 per lauta 154

Paino per m2 17.6kg



Millboard Polyurethane Profile Working specification for all decking boards

Polyurethane Resin & Mineral Board (RMB) Polyurethane Resin & Mineral Board (RMB)
Pendulum Test Values
Solintert Working specification
ore, inter-fre .
prnter-iree for all decking boards
I No wood content mear
Hordwood oyes For all applications we recommend our boards are
installed with a 4mm gap between the boards and a
- Tmm gap at butt ends, this is to facilitate drainage
orew Hygienic The maximum unsupported overhang for the boards o
Its non ¢ is 50mm, each cut board must be supported
‘ ‘ cosy to clean fo minimum of three joists. Each board must be screwed
oy down with 2x Durafix fixings where a board crosses

ajoist, 3x Durafix fixings are recommended at the
ends of the boards.

oyier Low maintenance ———— ———
" @ stains from food ¢ Residential applications ‘g:: Josts
dr nks spills and algoe (2.5kN/m? uniform distributed load):

Joists must support boards at 400mm centres if | i " |
Does not wcrp or rot boards are at 90° to joists. if boards are at 45° then [ N S ke
No timbef hat will joists needs to be set at 300mm centres 1 300 coes | '
Resistant to algae rot or be eaten b\, in | applemand |
@ Unlike wood, there is no ' Commercial applications
protein ent to assist WV and theri (5kN/m? uniform buted load):
o : . and weatherin
‘ . stability 9 Joists must support boards at 300mm centres if
Slip-resistant ° boards are at 90° to joists. if boards are at 45° then o o b et
Millooard decking has £ joists need to be set at 240mm centres Tomms balow toy Millboard Mulit-Spacer
High grip surface much safer 10mmbelow top
"Lost head' fixing | ’
Durafix® fixings are virtually g E
Moulded from real oak hidden beneath the unique Durafix Fiings 4 5xd5mm

Not extruded like most

DucSpan 99mm oist

@ Low carbon footpnnt
3IKg/m g

DuoSpan
Hold-down Clip

Rl

al warming

@)

Duospan 99
Flexible
Lightweight o
et Plas-Pro Post | DuoSpan
100x100mm 136mm Beam
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Enhanced Grain mi"boar
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Technical Data
Physical & Mechanical Properties Test Standard Unit Value/Results Physical & Mechanical Properties Test Standard Unit Value/Results
Line Load Bearing Test - Peak Load
B e e po oo BS EN 5014125 KN 9.32 Soft Body Impact MOAT 43 :1987 mm 0 (no visible damage)
Line Load Bearing Test - Peak Load Hard Body Impact MOAT 43 :1987 0 ble d
(200mm width. 300mm span centres) BS EN 5014125 N 8.34 o ey e o (no visible damage)
Line Load Bearing Test - Peak Load Impact Resistance After Aging BS EN13245-1:2010 - No cracking or damage to top coat
(180mm width, 400mm span centres) BS EN 15014125 kN 6.56
; " Fixing Pull Out BS EN1382 :1999 Fmox (N 1610.8
Line Load Bearing Test - Peak Load 9
(200mm width, 400mm span centres) BS EN 15014125 kN 6.64
Line Load Bearing Test - Peak Deflection Pull Through Resistance of Fixings BS EN1383 :1999 Fmax (N n24.9
(180mm width, 300mm span centres) BS EN 15014125 mm 1075
Line Load Bearing Test - Peak Deflection Density BBA kg-m? 52975
(200mm width, 300mm span centres) BS EN 15014125 mm 9.39
Reaction To Fire EN13501-1 :2007 + A1 :2009 - Bil—s1
Line Load Bearing Test - Peak Deflection
(180mm width, 400mm span centres) BS EN 15014125 mm 14.39 o e
if ES\SIOHC? E
Line Load Bearing Test - Peak Deflection BS7976-2 PTV's n-s6
(200mm width, 400mm span centres) BS EN SO 14125 mm 12.36 athered Oc k)
Slip Resistance - 5
Line Load Bearing Test - Peak Stress BS7976-2 PTV's 54-79
B e s otess) 85 EN 15O 14125 Mpa 2275 Rebored Oa.
- Slp Resistance -WET N
Line Load Bearing Test - Peak Stress 8579762 PTV's 36-42
{5 oad BearingTest - PeakStress BS EN 15014125 Mpa 18.32 Enhanced Grain)
Line Load Bearing Test - Peak Stress Slip Resistance - DRY BS 7976-2 PTV" 49 - 60
(180mm width, 400mm span centres) BS EN 15014125 Mpa 21.36 (Enhanced Grain) :
Line Load Bearing Test - Peak Stress. Slip Res‘sw"ce - WET BS 7976-2 PTV: 43-63
(200mm width, 400mm span centres) BS EN 15014125 Mpa 19.46 (Losta-Grip) :
Point Load Bearing Test - Peak Load Slip Resistance - DRY B . )
G30mm width: 300mm span centres) 85 EN 15014125 kN 714 (Lasta-Grip) BS7976-2 PV 58-75
Point Load Bearing Test - Peak Load Moisture Content BS EN 322 :1993 % 06
(200mm width, 300mm span centres) BS EN 5014125 kN 578 e m( )h e -
Point Load Bearing Test - Peak Load Ease of Cleaning BBA torgon et Riths
A Ay v BS EN 15014125 KN 5.52 Detergent with no damage or staining
Point Load Beorig Tes ok Lood R o . Resistance to Staining BS EN 438-2 :2005 Acetone No visible change
(200mm width, 400mm span certres) Resistance to Staining BS EN 438-2 : 2005 Coffee Slight change of colour,
Point Load Bearing Test - Peak Deflection o EN 014128 . Ses only Visible at certain angles
(180mm width, 300mm span centres) - i —
ot Load Bearing Teot —Peak Defiecion P —— - o Resistance to Staining BS EN 438-2 :2005 oo, No visible change
(200mm width. 300mm span centres) Fro—
. - : Resistance to Staining BS EN 438-2 :2005 No visible change
Point Load Bearing Test - Peak Deflection eroxide
(180mm width, 300mm span centres) BS EN 15014125 mm 19.33
Point Load Bearing Test - Peak Deflection Resistance to Staining BS EN 438-2 :2005 Shoe Polish No visible change
(200mm width, 400mm span centres) BS EN 15014125 mm 15.37
Bending Srangth Determination of Swelling in Thickness BS EN 317 :1993 =) 01%
EN 310 :199: fmN/1 2 1.
(Testored Soface ested) B ENEI0:1995 i o TaberAbrasion 15077684-2 mg 261
Bending Stren: T b Perpend h
(Textured surface tontad) Ser UV aging BS EN 310:1993 fm N/mm2 na ensile Strength Perpendicular to the 85 EN 319 :1993 N/mm? 153
Modulys of Elasticit Tensile Strength Perpendicular to the
(Textured surface testid) BS EN 8101993 Em N/mm2 6% "M lane. BS EN 319 :1993 N/mm2 1.31
(After Boiling defined in BS EN1087-1)
Modulus of Elasticity
(Textured suriace tested) after UV aging BS EN 8101993 Em N/mm2 756 Dimensional Stability BS EN 318:2002 858 0.47
Resistance To Static Indentation MOAT 27:1983 mm 01 Dimensional Stabiliy 5 N 216-2002 65,30 mvm o
Colour Measurement RSt D65 Less Red/Yellower
AS 11912002, AS/NZS 15O
Acoustic Testing 71712004, AS 15G 354 - 2006 R o
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